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(57) ABSTRACT

A wind turbine blade has upper and lower shell members
with a respective spar cap configured on an internal face of
the shell members. A shear web extends between the spar
caps along a longitudinal length of the blade. A connection
assembly is configured between the transverse ends of the
shear web and the spar caps and includes a channel structure
configured on the spar cap. The channel structure includes
side walls that extend from the spar cap along the longitu-
dinal sides of the shear web. A pliant actuation line is
attached between the side walls of the channel structure and
bond paste is deposited in the channel structure. Movement
of the transverse end of the shear web into the channel
structure results in the actuation line pulling the side walls
of the channel structure against the longitudinal sides of the
shear web.

13 Claims, 4 Drawing Sheets
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1
WIND TURBINE BLADE SHEAR WEB
CONNECTION ASSEMBLY

FIELD OF THE INVENTION

The present invention relates generally to the field of wind
turbines, and more particularly to the shear web configura-
tion within the wind turbine blades.

BACKGROUND OF THE INVENTION

Turbine blades are the primary elements of wind turbines
for converting wind energy into electrical energy. The blades
have the cross-sectional profile of an airfoil such that, during
operation, air flows over the blade producing a pressure
difference between the sides. Consequently, a lift force,
which is directed from a pressure side towards a suction
side, acts on the blade. The lift force generates torque on the
main rotor shaft, which is geared to a generator for produc-
ing electricity.

The turbine blades typically consist of a suction side shell
and a pressure side shell that are bonded together at bond
lines along the trailing and leading edges of the blade. An
internal shear web extends between the pressure and suction
side shell members and is bonded to spar caps affixed to the
inner faces of the shell members. Relatively exact length
dimensions are required for the spar web to span between the
spar caps and to achieve a bond with the spar cap having
sufficient width and thickness dimensions. Achieving these
dimensions, as well as an adequate bond, can be difficult and
the juncture between the spar caps and shear web is a
time-consuming and tedious process that often requires
significant re-work.

With typical blade constructions, a rigid flange is used to
achieve the desired bond width for bond paste applied
between the spar caps and transverse ends of the shear web.
This configuration, however, requires relatively precise
placement of the shear web relative to the flanges and does
not accommodate relatively large length variances (e.g.,
shortages) in the shear web and often results in the use of
excess bond paste to make up for a length deviation and to
achieve the bond width. The excess paste contributes unnec-
essary weight to the blade and can break off and result in
blade “rattling” during operation of the wind turbine (a not
uncommon complaint from wind turbine owners/operators).
Also, air voids and unpredictable squeeze-out of the bond
paste in the typical construction can result in areas of
decreased bond strength, which is particularly problematic
in sections of the blade where repair is not possible from
within the blade.

Accordingly, the industry would benefit from an
improved bond configuration between the shear web and
spar caps that addresses one or more of the deficiencies of
certain conventional configurations.

BRIEF DESCRIPTION OF THE INVENTION

Aspects and advantages of the invention will be set forth
in part in the following description, or may be obvious from
the description, or may be learned through practice of the
invention.

In accordance with aspects of the invention, a wind
turbine blade includes an upper shell member having a spar
cap configured on an internal face thereof, and a lower shell
member having a spar cap configured on an internal face
thereof. A shear web extends between the spar caps along a
longitudinal length of the blade. A connection assembly is
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provided between transverse ends of the shear web and the
spar caps and includes a channel structure affixed to the spar
cap by any suitable means. The channel structure has side
walls that extend from the spar cap along longitudinal sides
of the shear web. The side walls are initially flexed out-
wardly at an angle from spar cap away from the longitudinal
sides of shear web and are flexible so as to move into
engagement against the longitudinal sides of the shear web.
A pliant actuation line, such as a string, chord, cable, and the
like, is attached between the side walls of the channel
structure. Bond paste is deposited in the channel structure
and, upon movement of the transverse end of the shear web
into the channel structure, the shear web engages the actua-
tion line and pulls the side walls into engagement against the
longitudinal sides of the shear web with the bond paste being
distributed between the side walls and sides of the shear
web.

With movement of the transverse end of the shear web
into the channel structure, Bond paste is displaced between
the channel structure side walls and the longitudinal sides of
the shear web. Thus, an effective bond length is created
between the shear web and channel structure side walls that
is proportional to the length of the bond between each of the
side walls and the side of the shear web. In a particular
embodiment, the length of the bond along each of the side
walls may be greater than the width of the transverse end of
the shear web, thereby producing a substantially greater total
bond strength.

The channel structure may be variously configured. In one
embodiment, the side walls have a base portion and are
spaced apart at the bases a width that is generally equal or
slightly greater than the width of the shear web. The side
walls are flexed outwardly from the base for insertion of the
shear web into the channel structure. The side walls may
include a flared end to accommodate flexing and receipt of
the shear web.

In still a further embodiment, the channel structure may
be a multi-component assembly. For example, each of the
channel structure side walls may be separate components
that are individually attached to the spar cap. In this type of
embodiment, the channel structure side walls may be con-
figured as flange members bonded to the spar cap so as to
extend transversely therefrom, with the spar cap exposed
between the side walls. With this embodiment, the trans-
verse end of the shear web may be encased in bond paste and
bonded directly to the spar cap within the channel structure.

In an alternate embodiment, the channel structure may be
a single, unitary component, for example a U-shaped com-
ponent, and include an end wall extending between the side
walls, with the end wall affixed to the spar cap. With this
embodiment, the transverse end of the shear web may be
encased in bond paste completely within the channel struc-
ture.

The present invention also encompasses various method
embodiments for connecting a shear web between spar caps
of upper and lower shell members in a wind turbine blade.
The method includes locating a channel structure on each of
the spar caps at an attachment location for the shear web,
with the channel structures having sides walls that flex
outwardly relative to longitudinal sides of the shear web. An
actuation line is attached between the sides walls of the
channel structure. Bond paste is deposited into the channel
structure between the side walls. A transverse end of the
shear web is inserted into the channel structure and engages
the actuation line such that further movement of the trans-
verse end into the channel structure causes the sides walls to
flex inwardly and engage against the longitudinal sides of
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the shear web with the bond paste being displaced and
distributed between the side walls and longitudinal sides of
the shear web.

In a particular embodiment, the method includes defining
the channel structure by attaching separate spaced-apart
members to the spar cap, with the spar cap exposed between
the members and the transverse end of the shear web bonded
to the spar cap between the members. In an alternate
embodiment, the channel structure is defined by attaching a
single integral component to the spar cap, with the compo-
nent having an end wall attached to the spar cap. The
transverse end of the shear web is spaced from the end wall
and is encased in bond paste within the channel structure.

The method may include providing the actuation line with
any combination of length and elasticity so that the trans-
verse end seats completely within the channel structure with
the side walls engaged against the longitudinal sides of the
shear web.

These and other features, aspects and advantages of the
present invention will become better understood with refer-
ence to the following description and appended claims. The
accompanying drawings, which are incorporated in and
constitute a part of this specification, illustrate embodiments
of the invention and, together with the description, serve to
explain the principles of the invention.

BRIEF DESCRIPTION OF THE DRAWINGS

A full and enabling disclosure of the present invention,
including the best mode thereof, directed to one of ordinary
skill in the art is set forth in the specification, which makes
reference to the appended figures, in which:

FIG. 1 is a perspective view of a conventional wind
turbine;

FIG. 2 is a perspective view of a conventional wind
turbine blade;

FIG. 3 is a cross-sectional view of an exemplary wind
turbine blade incorporating aspects of the invention;

FIG. 4 is an enlarged cross-sectional component view of
a connection assembly between a shear web and spar cap in
accordance with an embodiment of the invention;

FIG. 5 is an enlarged cross-sectional view of the embodi-
ment of FIG. 4; in an assembled state;

FIG. 6 is an enlarged cross-sectional component view of
an alternate embodiment of a connection assembly; and,

FIG. 7 is an enlarged cross-sectional component view of
still another embodiment of a connection assembly.

DETAILED DESCRIPTION OF THE
INVENTION

Reference now will be made in detail to embodiments of
the invention, one or more examples of which are illustrated
in the drawings. Each example is provided by way of
explanation of the invention, not limitation of the invention.
In fact, it will be apparent to those skilled in the art that
various modifications and variations can be made in the
present invention without departing from the scope or spirit
of the invention. For instance, features illustrated or
described as part of one embodiment can be used with
another embodiment to yield a still further embodiment.
Thus, it is intended that the present invention include such
modifications and variations as come within the scope of the
appended claims and their equivalents.

FIG. 1 illustrates a wind turbine 10 of conventional
construction. The wind turbine 10 includes a tower 12 with
a nacelle 14 mounted thereon. A plurality of turbine blades
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16 are mounted to a rotor hub 18, which is in turn connected
to a main flange that turns a main rotor shaft. The wind
turbine power generation and control components are
housed within the nacelle 14. The view of FIG. 1 is provided
for illustrative purposes only to place the present invention
in an exemplary field of use. It should be appreciated that the
invention is not limited to any particular type of wind turbine
configuration.

FIG. 2 is a more detailed view of a wind turbine blade 16.
The blade 16 includes an upper shell member 20 and a lower
shell member 22. The upper shell member 20 may be
configured as the suction side surface of the blade 16, while
the lower shell member 22 may be configured as the pressure
side surface of the blade. The blade 16 includes a leading
edge 24 and a trailing edge 26, as well as a root portion 28,
and a tip portion 30. As is well known in the art, the upper
shell member 20, and lower shell member 22 are joined
together at the leading edge 24 and trailing edge 26. The
blade 16 includes an internal cavity 25 (FIG. 3) in which
various structural members, such as spar caps and one or
more shear webs, are configured.

FIG. 3 is a cross-sectional view of a wind turbine blade 16
that incorporates aspects of the invention. The blade 16
includes one or more internal structural shear webs 42 that
span between the upper 20 and lower shell members 22. In
particular, the shear webs 42 span between structural spar
caps 32 that are fixed to the internal faces of the shell
members 20, 22. In accordance with aspects of the inven-
tion, an improved connection assembly 40 is provided at the
interface of the shear webs 42 and spar caps 32, as described
in greater detail below.

FIGS. 4 and 5 depict an embodiment of a connection
assembly 40 between transverse ends 46 of the shear web 42
and the spar caps 32. The connection assembly 40 includes
a channel structure 50 configured on the spar cap 32. The
channel structure 50 has side walls 52 that extend trans-
versely from the spar cap 32 at an angle away from the
longitudinal sides 44 of the shear web 42. The side walls 52
may be relatively rigid members that are flexed outwardly
relative to the longitudinal sides 44. The side walls 52 may
flex at a pivot or flexure point 53 that is formed in the walls,
for example by a relief. Bond paste 56 is disposed within the
channel structure 50, as depicted by the shaded areas in the
figures. The bond paste 56 may be applied as a continuous
or discontinuous layer between the members, and in any
amount to achieve an overall desired bond paste thickness
and strength between the shear web 42 and spar caps 32 in
the assembled state (FIG. 5).

An actuation line 70 is connected between the side walls
52 of the channel structure 50. This line 70 may be, for
example, any manner of string, cord, ribbon, cable, or other
pliant member. The line 70 may be connected to an inner
face 66 of the side walls 52, or may extend through the walls
52 and be attached with any suitable external fastener 74.
The line 70 may be generally inelastic with a fixed length,
or may have a degree of elasticity so as to stretch to the
position depicted in FIG. 5.

Upon insertion of the transverse end 46 of the shear web
42 into the channel structure 50 (between the side walls 54),
the end 46 engages the actuation line 70. Further movement
of the transverse end 46 into the channel structure 50 causes
the side walls 54 to be pulled inwardly towards the longi-
tudinal sides 44 of the shear web, as should be readily
appreciated from FIGS. 4 and 5. The line 70 has any
combination of length and elasticity such that when the
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transverse end 46 is seated within the channel structure 50,
the side walls 54 are pulled into engagement against the
sides 44.

Insertion of the transverse end 46 into the channel struc-
ture 50 results in displacement and distribution of the bond
paste around the transverse end 46 and between the side
walls 54 and longitudinal sides 44 of the shear web. An
effective bond length 70 is created between the shear web 42
and a respective one of the side walls 52. The total bond
between the shear web 42 and spar cap 32 is thus propor-
tional to the combined length of the bonds 70 between each
of the side walls 52 and the side of the shear web sides 44.
In the embodiment of FIGS. 4 and 5, the length 70 of the
bond along each of the side walls 52 is greater than the width
60 of the transverse end 46 of the shear web, thereby
producing a substantially greater total bond strength as
compared to a bond layer between the transverse end 46 and
spar cap 32.

The channel structure 50 may be variously configured.
For example, in the embodiment of FIGS. 4 and 5, the rigid
side walls 52 are spaced apart with a width 58 that is less
than the shear web width 60 (at least at the open receiving
end of the channel structure 50). In this configuration, the
side walls 52 flex outwardly for insertion of the shear web
42 into the channel structure, as in evident from the view of
FIG. 5. Thus, a positive engagement of the side walls 52
against the shear web sides 44 is provided. The side walls 52
may include a flared receiving end 54 to accommodate
flexing and receipt of the shear web 42.

The channel structure 50 may be a multi-component
assembly, as depicted in the embodiments of FIGS. 4
through 6. For example, each of the channel structure side
walls 52 may be separate components that are individually
affixed to the spar cap 32 at a base portion of the side walls.
For example, in the illustrated embodiment, the channel
structure side walls 52 are configured as individual flange
members 62 having an attachment leg 64 affixed to the spar
cap 32 by suitable means, such as bonding, mechanical
fasteners, and so forth. The flange members 62 include an
inner or bond face 66 that extends transversely from the spar
cap 32 along the shear web sides 44.

In the embodiment of FIGS. 6 and 7, the channel structure
50 is a single, unitary component, for example a U-shaped
channel component, and includes an end wall 68 that
extends between the side walls 52. The end wall 68 is affixed
to the spar cap 32 by any suitable means. The U-shaped
channel component thus forms a cradle for receipt of the
transverse end 46 of the shear web 42.

The transverse end 46 of the shear web 42 may be
variously received within the channel structure 50. In the
embodiment of FIGS. 4 and 5, the transverse end 46 is
spaced from the spar cap 32 (which is exposed) and is
encased in bond paste 56 such that the bond paste 56
completely fills any spaces within the channel structure 50.
In an alternate embodiment, the space between the trans-
verse end 46 and the spar cap 32 may be free of bond
material so as to decrease the overall amount and weight of
the bond paste.

In the embodiment of FIGS. 6 and 7, the transverse end
46 is also completely encased in bond paste 56 within the
closed-ended channel structure 50.

As mentioned, the present invention also encompasses
various method embodiments for connecting a shear web 42
between spar caps 32 of upper and lower shell members 20,
22 in a wind turbine blade. The method includes locating a
channel structure 50 on each of the spar caps at an attach-
ment location for the shear web, with the channel structures
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having side walls 52 that flex outwardly relative to longi-
tudinal sides 44 of the shear web. An actuation line 70 is
attached between the sides walls 52 of the channel structure
50. Bond paste 56 is deposited into the channel structure 50
between the side walls 52. A transverse end 46 of the shear
web 42 is inserted into the channel structure and engages the
actuation line 70 such that further movement of the trans-
verse end into the channel structure causes the sides walls to
flex inwardly and engage against the longitudinal sides of
the shear web, with the bond paste being displaced and
distributed between the side walls and longitudinal sides of
the shear web.

While the present subject matter has been described in
detail with respect to specific exemplary embodiments and
methods thereof, it will be appreciated that those skilled in
the art, upon attaining an understanding of the foregoing,
may readily produce alterations to, variations of, and equiva-
lents to such embodiments. Accordingly, the scope of the
present disclosure is by way of example rather than by way
of limitation, and the subject disclosure does not preclude
inclusion of such modifications, variations and/or additions
to the present subject matter as would be readily apparent to
one of ordinary skill in the art.

Actuation lines, such as strings, cables, lines, and the like,
are attached to the head and are led out from the shell
member beyond the leading or trailing edge.

Reference Character Component
10 Wind turbine
12 Tower
14 Nacelle
16 Blades
18 Rotor hub
20 Upper shell member
22 Lower shell member
24 Leading edge
25 Internal cavity
26 Trailing edge
32 Spar cap
40 Connection assembly
42 Shear web
44 Side
46 Transverse end
48 Spring flange member
50 Channel structure
52 Side wall
53 Flexure point
54 Flared end
56 Bond paste
58 Side wall width
60 Shear web width
62 Flange member
64 Attachment leg
66 Bond face
68 End wall
70 Bond length
72 Actuation line
74 External fastener

What is claimed is:

1. A wind turbine blade, comprising:

an upper shell member having a spar cap configured on an
internal face thereof;

a lower shell member having a spar cap configured on an
internal face thereof;

a shear web extending between said spar caps along a
longitudinal length of said blade;

a connection assembly between transverse ends of said
shear web and said spar caps, said connection assembly
further comprising:
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a channel structure configured on said spar cap, said
channel structure comprising side walls that extend
from said spar cap at an angle away from longitu-
dinal sides of said shear web, said side walls being
flexible so as to move into engagement against said
longitudinal sides of said shear web;

a pliant actuation line attached between said side walls
of said channel structure;

bond paste disposed within said channel structure; and

wherein upon movement of the transverse end of said
shear web into said channel structure, said shear web
engages said actuation line and pulls said side walls
into engagement against said longitudinal sides of
said shear web with said bond paste being distributed
between said side walls and said longitudinal sides of
said shear web.

2. The wind turbine blade of claim 1, wherein said
channel structure side walls have a respective base and are
spaced apart at said bases, said sides walls flexed outwardly
from said respective base for insertion of said shear web into
said channel structure.

3. The wind turbine blade of claim 1, wherein at each
connection assembly, said channel structure side walls are
separate components separately attached to said spar cap.

4. The wind turbine blade of claim 3, wherein said
channel structure side walls comprise a respective trans-
versely extending flange member bonded to said spar cap.

5. The wind turbine blade of claim 1, wherein said
channel structure comprises an end wall extending between
said channel structure side walls, said end wall bonded to
said spar cap.

6. The wind turbine blade of claim 1, wherein said
transverse end of said shear web is spaced from said spar cap
and encased in bond paste within said channel structure.

7. The wind turbine blade of claim 1, wherein each said
side wall of said channel structure forms a bond with said
longitudinal sides of said shear web having a length that is
greater than a width of said transverse end of said shear web.

8. The wind turbine blade of claim 1, wherein said
actuation line comprises a string member.

8

9. The wind turbine blade of claim 8, wherein said string
member extends through said channel structure side walls
and is attached to an external side of said side walls.

10. A method for connecting a shear web between spar
caps of upper and lower shell members in a wind turbine
blade, said method comprising:

locating a channel structure on each of the spar caps at an

attachment location for the shear web;

the channel structure having sides walls that flex out-

wardly relative to longitudinal sides of the shear web;
the channel structure having an actuation line attached
between the sides walls of the channel structure;
depositing an amount of bond paste into the channel
structure between the side walls; and

inserting a transverse end of the shear web into the

channel structure and engaging the actuation line such
that further movement of the transverse end into the
channel structure causes the sides walls to flex inwardly
and engage against the longitudinal sides of the shear
web with the bond paste being displaced and distrib-
uted between the side walls and longitudinal sides of
the shear web.

11. The method as in claim 10, comprising defining the
channel structure by attaching separate spaced-apart mem-
bers to the spar cap, with the spar cap exposed between the
members and the transverse end of the shear web bonded to
the spar cap between the members.

12. The method as in claim 10, comprising defining the
channel structure by attaching a single integral component to
the spar cap, the component having an end wall attached to
the spar cap and the transverse end of the shear web is
spaced from the end wall and encased in bond paste within
the channel structure.

13. The method as in claim 10, comprising providing the
actuation line with any combination of length and elasticity
so that the transverse end seats completely within the
channel structure with the side walls engaged against the
longitudinal sides of the shear web.
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